
The WATERBLOCK is an overflow device that controls the maximum consumption of water, simply 
measuring the water volume passing through it. When consumption goes beyond a present limit, 
the WATERBLOCK activates an internal valve to restrict water flow and to prevent flooding, 
keeping the surrounding area safe and clean.info@waterblocksolutions.com • www.eltekgroup.it

ELTEK S.p.A.
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BLOCK IT BEFORE IT ALL RUNS OUT.

Saving time usually means saving money. That’s even more true when saving time means 
saving water. And saving you from floods.

How? The WATERBLOCK is an overflow safety device that controls the maximum 
consumption of water between 5 and 50 (1.3-13 US gal)litres and any anomaly concerning 
the normal usage of water in domestic, professional, and commercial environments.

Thanks to advanced technology, the WATERBLOCK is a clever mechanical device able 
to measure the volume of water passing through it, without any external energy. If the 
amount of water goes beyond a present limit, the WATERBLOCK stops the flow to avoid 
flooding, keeping the surrounding area in a safe condition until a cause can be determined. 
Otherwise, if the water volume does not exceed the set value, the WATERBLOCK will 
mechanically and automatically reset to restart a new measurement cycle.

Every water pipe controlled by a WATERBLOCK becomes a safe checkpoint of water flow, 
working independently from all appliances linked to the water system.

WATERBLOCK is simply located between the appliance input and the water system output, 
without requiring professional assembly.



IT GOES WITH THE FLOW.

WASHING MACHINES. DISH WASHERS, STEAM DRYERS, REFRIGERATORS, ICE 
MAKERS.
Every domestic or professional appliance can work safely when the amount of water 
needed is contantly monitored by the  WATERBLOCK without any external action or human 
supervision.

COMMERCIAL VENDING: COFFEE BREWERS, ICE MACHINES, BEVERAGE 
DISPENSERS, DRINKING FOUNTAINS.
WATERBLOCK is the ideal safety system for those business machines conatntly working with 
water flows.

GARDENING.
WATERBLOCK is a clever solution for the gardening activities due to the independent 
control of water saturation and over extended water use detection.

TOILETS (USA).
Toilet leakage typical of US models can be stopped by WATERBLOCK allowing money 
saving on water bill.



GENERAL CHARACTERISTICS:

PART NAME: WATERBLOCK
3/4” - threaded female connection in the inlet (North 
America-GHT/Europe-BSP).
3/4” - threaded male connection in the outlet (North 
America-GHT/Europe-BSP).
Vertical assembly preferred.
Maximum volume value adjustable through by 10 setting 
notches.
Every notch increase the set volume of 5 +/- 1l (1.3+/-0.26 
gal)
To reset theWATERBLOCK after an overflow detection, it is 
possible to use the optional reset device.

TECHNICAL DATA:

AMBIENT TEMPERATURE    2°C - 60°C
FLUID TEMPERATURE          2°C - 70°C
OPERATING PRESSURE   0.02 - 1 MPA (0.2 - 10 BAR)
FLOW RATE  FROM 2 TO 30 L/MIN (FROM 0.53 TO 7.9 
GPM)
RESISTANCE TO BURSTING >5 MPA (>50 BAR) AT 25°C
RATED LIFE-SPAN >300.000 LITRE (>79000 GAL)

RESET DEVICE

This simple mechanical device allows the user to reset the 
WATERBLOCK after a flood prevention activation without 
the need to disassemble the water hose. The plunger 
activation will restart the normal functions of the 
connected WATERBLOCK.

Product code Approvals

101041.00 Is destinated to US market and is NSF approved.

100041.XX Is destinated to EU Market, is compliant with water contact requirements of 
italian decree DM 174/04 and its amd, TUV and WRAS approved.

100041.32 Is destinated to Australian market and is Water Mark approved.In addition it is 
also TUV and WRAS approved.

APPROVALS:

Maximum Temperature 60°C 
Maximum Pressure-1000kPa

WMTS-479  
WMK26165 


